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LUX ELEMENTS®-COL-AK
Fixing adhesive

LUX ELEMENTS®-COL-FLEX
Tile adhesive

LUX ELEMENTS®-COL-HSV
Primer

LUX ELEMENTS®-COL-MK
Mounting adhesive

LUX ELEMENTS®-DRY-ASK
Sealing filler

n We confirm that during the production of the following products:

· LUX ELEMENTS®-COL-AK · LUX ELEMENTS®-COL-FLEX
· LUX ELEMENTS®-COL-HSV · LUX ELEMENTS®-COL-MK
· LUX ELEMENTS®-DRY-ASK
no volatile organic compounds (VOCs) are used, in accordance with the
criteria of the European DECO Paint Directive 2004/42/EC.

n The products named above may be declared as solvent-free according
to the German TRGS 610.

n Furthermore we would like to point out that the following products:

· LUX ELEMENTS®-COL-AK · LUX ELEMENTS®-COL-FLEX
· LUX ELEMENTS®-COL-HSV · LUX ELEMENTS®-COL-MK
meet the criteria of the Gemeinschaft emissionskontrollierter Verlege -
werk stoffe e.V. (GEV) [Emission-Checked Laying Materials Association]
and are classified in the lowest emission class EMICODE EC1 PLUS / 
EC1 PLUS R ‘very low emission’ in accordance with GEV.

*Information sur le niveau d’émission de substances 
volatiles dans l’air intérieur, présentant un risque de 
toxicité par inhalation, sur une échelle de classe allant 
de A+ (très faibles émissions) à C (fortes émissions).
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